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i CODE FINISH NOTES
| 40/1150-0 LUCIDATO / POLISHED
| 40/1150-0V LUCIDATO / POLISHED VERNICIATO TRASPARENTE / TRANSPARENT PAINTED
| 40/1150-CR CROMO / CHROME
| 40/1150-0G 0RO/ GOLD
| 40/1150-CN CROMO NERO / BLACK CHROME
BEER | 40/1150-(SUFFISSO) COLORATO / PAINTED
PIPES BEER i 40/1150-NO NERO OPACO / MATT BLACK
PIPES | 40/1150-RSP RAME SPAZZOLATO / BRUSHED COPPER
i 40/1150-0GS ORO SATINATO / SATIN GOLD
: 40/1150-0R ORO ROSA / ROSE GOLD
9.5X6.7 FILE: 40 1150 DISEGNO DI PROPRIETA’ RISERVATA
RECIRCULATION ARCHIVIO: // ATUTTI GLI EFFETTI DI LEGGE
PIPE RECIRCULATION REPARTO: MON-B TOLLERANZE UNI EN ISO 22768-F C O QUOTE IMPORTANTI
/ PIPE SCALA: 3:10 TRANNE DOVE DIVERSAMENTE INDICATO |@® ESPONENTE DI MODIFICA
MATERIALE: DIVERSI / VARIOUS
NORMATIVE: ITALIAN MANUFACTURERS SINCE 1948
— T 0. / GRUPPO
9.5X6.7 D I S . N . 40 1 1 50 - COLONNE OTTONE, COMPONENTI / BRASS FONT, COMPONENTS

- COLONNA COLLO DI CIGNO A PONTE - 5 RUBINETTI G5/8 - CON TUBI E RICIRCOLO

- BRIDGE SWANNECK TOWER - 5 TAPS G5/8 - WITH RECIRCULATION AND BEVERAGE PIPES

Rev. DATA DESCRIZIONE DIS. DEL. PEZZ0 GREZZ0 Kg :

4 11-09-2020 | VARIATI CODICI TABELLA / CHANGED CODES BR D PEZZO FINITO Kg : 11.783
PRIMA EMISSIONE: 30-03-2012 DISEGNO STAMPO:
NOTE: FORMATO: A2 FOGLIO: 1
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